


1249 
  

Encl. 1 to Amend. 0002 
01010-16 

TABLE 3-4 - MINIMUM SETBACKS AND SPACING, LOW DENSITY SITES 

 

Description Meters [Feet] 

From front of house to curb of residential street. 4.5 15 
From house to major/arterial highway. (Edge of pavement) 45.0 150 
From house to collector street. (Edge of pavement) (Smith Ave. & Arizona St.) 30.0 21 100 70 
From house to Existing CMU Perimeter Wall 12.0 40 
Side of  garage to curb. 6.0  4.5 20 15 
Side of house to curb1. 6.0 20 
Between sides of garages and houses1. 1.5  3 5  10 
Between outside walls of houses1. 6.0 20 
Between rear walls of houses. 24.0  21 80  75 
Between side and rear walls of houses. 12.0 40 
Between street face of  garage and curb or sidewalk when second off- street 
parking space is next to garage or carport. 

2.4 8 

Between street face of garage and curb or sidewalk when second off-street parking 
space is between carport or garage and street. 

8.5 28 

 
Note1:  When patios are located within a yard, separation shall not be less than 12.0 m [40 ft]. 

 
3.e.(2). Not used. 
 
3.e.(3). Setback notes. 
 

3.e.(3).(a). Where the slope is 3:1 or steeper, top and toe of slope shall be a minimum of 4.5 
m [15 ft] from the building. 
 

3.f. Circulation, Parking, and Bus Stops.  The vehicular and pedestrian circulation system shall 
promote safe, efficient movement of vehicles and pedestrians within the housing area.  It should 
maintain the maximum separation of vehicles and pedestrians.  Safe circulation systems have a clear 
hierarchy of movement, lead to a clear destination, and do not interrupt other functions.  The following 
criteria shall be considered for designing streets and drives for vehicles and pedestrians: 

 
3.f.(1). Vehicular circulation.   Vehicular circulation layout is determined by applying the 
design vehicle templates to the site design.  The passenger car class includes passenger cars and 
light delivery trucks, such as vans and pick-ups.  The passenger car template is equivalent to the 
non-organizational - privately owned vehicle (POV).  The truck class template includes single-unit 
trucks, recreation vehicles, buses, truck tractor-semitrailer combinations, and trucks or truck 
tractors with semi-trailers in combination with full trailers.  Templates showing the turning 
movements for design vehicles are provided by the American Association of State Highway and 
Transportation Officials (AASHTO).  Design site entrances, exits, service drives, and special 
circulation areas to accommodate the largest vehicle that uses the area.  In the case of family 
housing the largest vehicle to use the area on a weekly basis would be the 12 m (40 ft) garbage 
truck.  Provide the vehicle clearances that are required to meet traffic safety for emergency vehicles, 
service vehicles, and moving vans.  Streets should provide signage, maximum spacing between 
drives, right-angle turns, and limit points of conflicts between traffic. Streets that are existing and/or 
having overlays shall remain the existing width. 

 
 


	SF 30
	01010-16



